


No. DESCRIPTION

1 | TRESPA METEON PANEL

2 | J-CHANNEL (100-000)

3 | HAT-CHANNEL (110-001) —NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
5 | FIXED BRACKET (200-004) —NOT USED
6 | PANEL FASTENER (101-000)

7 | PANEL RIVET (200-005) —NOT USED
8 | RAIL ANCHOR (000-004) —NOT USED
9 | RALL (200-000) —NOT USED
10 | SYSTEM CLOSURE (210-000) —NOT USED
11 | VENT SCREEN (210-001) (110-002)}-NOT USED
12 | CLIP ANCHOR (000-006) —NOT USED
13 | CORNER CLOSURE (000-003) —NOT USED
14 | VENT SCREEN —NOT USED

MATERIALS - NOT BY TRESPA

A | WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
BELOW

B | MINERAL WOOL (MATERIAL SPECIFICATION
AVAILABLE UPON REQUEST)

C | CHANNEL ANCHOR

D | SHEATHING

E | STEEL BACKING PLATE —NOT USED
F | Z FURRING

G | SYSTEM CLOSURE —NOT USED

THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.

NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.

SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20
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No. DESCRIPTION
1 | TRESPA METEON PANEL
/\/ L 2 | J=CHANNEL (100-000)
\ 3 | HAT-CHANNEL (110-001) —NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
5 | FIXED BRACKET (200-004) —NOT USED
6 | PANEL FASTENER (101-000)
7 | PANEL RIVET (200-005) —NOT USED
— 8 | RAIL ANCHOR (000-004) —NOT USED
=) 9 | RAIL (200-000) —NOT USED
%) 10 | SYSTEM CLOSURE (210-000) —NOT USED
/(@ & 11 | VENT SCREEN (210-001) (110-002)-NOT USED
o = 12 | CUP ANCHOR (000-006) —NOT USED
(= 13 | CORNER CLOSURE (000-003) —NOT USED
./<:A> . 14 | VENT SCREEN —NOT USED
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B | MINERAL WOOL (MATERIAL SPECIFICATION
' ' AVAILABLE UPON REQUEST)
C | CHANNEL ANCHOR
D | SHEATHING
\ = E | STEEL BACKING PLATE —-NOT USED
) F | Z FURRING
R (£ G | SYSTEM CLOSURE ~NOT USED
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THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
| | NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\/\ DATE LIST OF TESTED WRB.
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1 SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
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No. DESCRIPTION
1 | TRESPA METEON PANEL
2 | J-CHANNEL (100-000)
3 | HAT-CHANNEL (110-001) —NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
5 | FIXED BRACKET (200-004) —NOT USED
6 | PANEL FASTENER (101-000)
7 | PANEL RIVET (200-005) —NOT USED
8 | RAIL ANCHOR (000—004) —NOT USED
9 | RALL (200-000) —NOT USED
10 | SYSTEM CLOSURE (210-000) —NOT USED
11| VENT SCREEN (210-001) (110-002)-NOT USED
12 | CLIP ANCHOR (000—0086) —NOT USED
1/ 13 | CORNER CLOSURE (000-003)  —NOT USED
A, MIN. 14 | VENT SCREEN —NOT USED
——
MATERIALS - NOT BY TRESPA
/@ A | WRB (VAPROSHIELD/WALLSHIELD)—SEE NOTE
BELOW
S~ B | MINERAL WOOL (MATERIAL SPECIFICATION
,//@) AVAILABLE UPON REQUEST)
— C | CHANNEL ANCHOR
¢ D | SHEATHING
| - E | STEEL BACKING PLATE —NOT USED
- S F | Z FURRING
| D G | SYSTEM CLOSURE 0T USED
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! N~ THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
| \@> COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
“\@ EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
| NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
.\\\
| NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\/\ DATE LIST OF TESTED WRB.
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No. DESCRIPTION
1 [ TRESPA METEON PANEL
2 | J-CHANNEL ({100-000)
3 | HAT-CHANNEL (110-001) -NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
5 | FIXED BRACKET (200-004) -NOT USED
= 6 | PANEL FASTENER (101-000)
) = 7 | PANEL RIVET (200-005) —NOT USED
%f MIN. N 8 | RAIL ANCHOR (000-004) -NOT USED
— 9 | RAIL (200-000) -NOT USED
10 | SYSTEM CLOSURE (210-000) -NOT USED
11 | VENT SCREEN (210-001) (110-002)-NOT USED
12 | CLIP ANCHOR (000-006) -NOT USED
13 | CORNER CLOSURE (000-003)  —NOT USED
14 | VENT SCREEN ~NOT USED
A MATERIALS - NOT BY TRESPA
A | WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
BELOW
s B | MINERAL WOOL (MATERIAL SPECIFICATION
5 AVAILABLE UPON REQUEST)
= C | CHANNEL ANCHOR
e = D | SHEATHING
= E | STEEL BACKING PLATE -NOT USED
. F | Z FURRNG
LIZ_I G | SYSTEM CLOSURE —~NOT USED
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THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.
SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20"
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NORTH AMERICA, LTD.
12267 Crosthwaite Circle
Poway, CA 92064

Phone: 858.679.2090

FAX: 858.679.0440
‘wwh.trespa.com
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No. DESCRIPTION
1 | TRESPA METEON PANEL
2 | J-CHANNEL (100-000)
3 | HAT-CHANNEL (110-001) —-NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
\ 5 | FIXED BRACKET (200-004) —-NOT USED
™~ 6 | PANEL FASTENER (101-000)
7 | PANEL RIVET (200-005) —-NOT USED
— 8 | RAIL ANCHOR (000-004) —NOT USED
r\ &) 9 | RAIL (200-000) —NOT USED
) 10 | SYSTEM CLOSURE (210-000) —-NOT USED
\@ L.Z_l 11 | VENT SCREEN (210-001) (110-002)-NOT USED
= 12 | CUP ANCHOR (000-006) ~NOT USED
o 13 | CORNER CLOSURE (000-003) -NOT USED
) 14 | VENT SCREEN
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o /@ MATERIALS - NOT BY TRESPA

A | WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
BELOW

B | MINERAL WOOL (MATERIAL SPECIFICATION
AVAILABLE UPON REQUEST)

C | CHANNEL ANCHOR

D | SHEATHING

E | STEEL BACKING PLATE —-NOT USED
F_| Z FURRING

G | SYSTEM CLOSURE _NOT USED

[@N]
I N “.1:“
@ THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
- OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
h(_C) AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\/\ DATE LIST OF TESTED WRB.
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