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No. DESCRIPTION
T | TRESPA METEON PANEL

2 | J-CHANNEL (100-000)

3 | HAT-CHANNEL (110-001) —NOT USED
4 | ADJUSTABLE BRACKET (200-003) —NOT USED
5 | FIXED BRACKET (200-004)

6 | PANEL FASTENER (101-000) —NOT USED
7 | PANEL RIVET (200-005)

8 | RAIL ANCHOR (000—004)

9 | RAIL (200-000)

10 | SYSTEM CLOSURE (210-000) —NOT USED
11| VENT SCREEN (210-001) (110-002)-NOT USED
12 | CLIP ANCHOR (000—006) —NOT USED
13 | CORNER CLOSURE (000-003)  —NOT USED
14 | 1.5°X2°X.5" ALUMINUM BLOCK (200-008)*

16 | VENT SCREEN —NOT USED

MATERIALS - NOT BY TRESPA

A | WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
BELOW

B | MINERAL WOOL (MATERIAL SPECIFICATION
AVAILABLE UPON REQUEST)

C | CHANNEL ANCHOR

D | SHEATHING

E | STEEL BACKING PLATE —NOT USED
F | Z FURRING

G | SYSTEM CLOSURE —-NOT USED

THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.

NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.

SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20’

* DESIGN ELEMENT
TITLE: DRAWN BY: DATE:
TRESPA 9-HOR. MID PANEL o
NORTH AMERICA, LTD. K B i K
eymm:% TS210DC-285 SCALE: DETAIL #: APPROVED: | FILE:
P@T‘xﬁﬁﬁ% NFPA 285 COMPLIANT TRESPA FIXING SYSTEM 6" =1'-0" 9 AW TS210DC-285 No Date Revisions By
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No. DESCRIPTION
1 | TRESPA METEON PANEL
2 | J-CHANNEL (100-000)
3 | HAT-CHANNEL (110-001) —NOT USED
4 | ADJUSTABLE BRACKET (200-003)
5 | FIXED BRACKET (200-004)
6 | PANEL FASTENER (101-000) —NOT USED
7 | PANEL RIVET (200-005)
= 8 | RAIL ANCHOR (000-004)
% 9 | RAIL (200-000)
= 10 | SYSTEM CLOSURE (210-000) —-NOT USED
Lﬁ’ 11 | VENT SCREEN (210-001) (110-002)-NOT USED
= 12 | CLIP ANCHOR (000-006) —-NOT USED
N 13 | CORNER CLOSURE (000-003) —-NOT USED
) 14 | 1.5"X2°X.5" ALUMINUM BLOCK (200-008)*
<Zc 15 | VENT SCREEN —NOT USED
(ol
MATERIALS - NOT BY TRESPA
A | WRB (VAPROSHIELD/WALLSHIELD)—SEE NOTE
BELOW
B | MINERAL WOOL (MATERIAL SPECIFICATION
AVAILABLE UPON REQUEST)
C | CHANNEL ANCHOR
S D | SHEATHING
98} E | STEEL BACKING PLATE —NOT USED,
E F | Z FURRING
= G | SYSTEM CLOSURE —NOT USED
)
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THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.

NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.

SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20’

* DESIGN ELEMENT
TITLE: DRAWN BY: | DATE:
THEHPL’X 10-HOR. PANEL JOINT JV 06.01.09
NORTH AMERICA, LTD. R . | |
eymm:% TS210DC-285 SCALE: DETAIL #: APPROVED: | FILE:
”}T‘xwﬁggu%,’;g NFPA 285 COMPLIANT TRESPA FIXING SYSTEM 6" =1'-0" 10 AW TS210DC-285 No Date Revisions By




No. DESGRIPTION
1 | TRESPA METEON PANEL
2| J-CHANNEL (100-000)
3 | HAT-CHANNEL (110-001) -NOT USED
4 | ADJUSTABLE BRACKET (200-003)
5 | FIXED BRACKET (200-004) -NOT USED
6 | PANEL FASTENER (101-000) -NOT USED
7 | PANEL RIVET (200-005)
8 | RAIL_ANCHOR (000-004)
9 | RAIL (200-000)
10 | SYSTEM CLOSURE (210-000) -NOT USED
11| VENT SCREEN (210-001) (110-002)-NOT USED
12 | CLP_ANCHOR (000-006) -NOT USED
13 | CORNER CLOSURE (000-003)  -NOT USED
%”Mn\]. 14 [ 1.5°X2°X.5” ALUMINUM BLOCK (200-008)*
16 | VENT SCREEN —NOT USED
_ MATERIALS - NOT BY TRESPA
= A | WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
= BELOW
— B [ MINERAL WOOL (MATERIAL SPECIFICATION
— AVAILABLE UPON REQUEST)
o C | CHANNEL ANCHOR
% D | SHEATHING
E E | STEEL BACKING PLATE —NOT USED,
R = F | Z FURRING
N G | SYSTEM CLOSURE —NOT USED
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THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.

NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.

SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20’

* DESIGN ELEMENT
TITLE: DRAWN BY: | DATE:
TRESPA 11-WINDOW SILL W | ssonos
NORTH AMERICA, LTD. R . | |
eymm:% TS210DC-285 SCALE: DETAIL #: APPROVED: | FILE:
"’;?‘xwﬁggu%,’;g NFPA 285 COMPLIANT TRESPA FIXING SYSTEM 6" =1'-0" 11 AW TS210DC-285 No Date Revisions BY
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No. DESCRIPTION

1 | TRESPA METEON PANEL

2 | J-CHANNEL (100-000)

3 | HAT-CHANNEL (110-007) ~NOT USED

4 | ADJUSTABLE BRACKET (200-003)

5 | FIXED BRACKET (200-004) -NOT USED

6 | PANEL FASTENER (101-000)  —NOT USED

7 | PANEL RIVET (200-005)

YiMIN. 8 | RAIL_ANCHOR (000-004)
] 9 | RAL (200-000)

10 | SYSTEM CLOSURE (210-000)  —NOT USED
ey 11 | VENT SCREEN (210-001) (110-002)-NOT USED
= 12 | CLP_ANCHOR (000-006) ~NOT USED
<y 13 | CORNER CLOSURE (000-003)  -NOT USED
— 14| 1.5°X2°X.5" ALUMINUM BLOCK (200-008)*

) 15 | VENT SCREEN —NOT USED
- % MATERIALS - NOT BY TRESPA
/@ S R% A | WRB (VAPROSHIELD /WALLSHIELD)—SEE NOTE
S| & BELOW
= B | MINERAL WOOL (MATERIAL SPECIFICATION
./® o AVAILABLE UPON REQUEST)
. C | CHANNEL ANCHOR
/@ = D | SHEATHING
0 << E_| STEEL BACKING PLATE NOT USED
. O- | [[F[ZrurRiG
G | SYSTEM CLOSURE NOT USED
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THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.

NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.

SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS % : 20’

* DESIGN ELEMENT
TITLE: DRAWN BY: DATE:
TRESPA 12-PARAPET CAP | e n 0o
NORTH AMERICA, LTD. . . K K
sym,ymc.:% TS210DC-285 SCALE: DETAIL #: APPROVED: | FILE:
F@Kﬁﬂ%ﬁ;ﬁ% NFPA 285 COMPLIANT TRESPA FIXING SYSTEM 6" =1"'-0" 12 AW TS210DC-285 No Date Revisions By




/\/ No. DESCRIPTION
1 | TRESPA METEON PANEL
2 | J-CHANNEL (100-000)
/@ 3 | HAT-CHANNEL (110-001) —NOT USED
// 4 | ADJUSTABLE BRACKET (200-003) -NOT USED
. ¢ 5 | FIXED BRACKET (200-004)
e 6 | PANEL FASTENER (101-000) —NOT USED
| 7 | PANEL RIVET (200-005)
/ 8 | RAIL ANCHOR (000-004)
= o—1 1 9 | RAIL (200-000)
"/® 10 | SYSTEM CLOSURE (210-000) —NOT USED
- = 11 | VENT SCREEN (210-001) (110-002)-NOT USED
O 12 | CLIP ANCHOR (000-006) —NOT USED
(-£ 13 | CORNER CLOSURE (000-003) —-NOT USED
Ll 14 | 1.5"X2"X.5" ALUMINUM BLOCK (200-008)*
W/ = 15 | VENT SCREEN
; =
17 —1
[
= MATERIALS - NOT BY TRESPA
<C A | WRB (VAPROSHIELD/WALLSHIELD)—SEE NOTE
) o BELOW
= B | MINERAL WOOL (MATERIAL SPECIFICATION
= AVAILABLE UPON REQUEST)
w0 C | CHANNEL ANCHOR
D | SHEATHING
| E | STEEL BACKING PLATE —NOT USED
R F | Z FURRING
NN G | SYSTEM CLOSURE _NOT USED
@ ©
3 n
1 A, THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
= OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
GRADE <o) AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.
\/\ SHIMMING SHALL B; IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
N SN S S SO WALL STANDARDS %" : 20°
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/‘\///\///‘\///\//(\g/.\\\///(\\///\\{\\///\///‘\///\//l/ *+ DESIGN ELEMENT
h{h’ib‘ . | TITLE: DRAWN BY: | DATE:
TRESPA 13-FLOOR BASE PANEL W | o0sotos
NORTH AMERICA, LTD. ] . ) ]
a7 e O TS210DC-285 SCALE: DETAIL #: APPROVED: | FILE:
Phone: 858.679.2090 "o_ A" -
AL sRET0M0 NFPA 285 COMPLIANT TRESPA FIXING SYSTEM 6"=1"-0 13 AW TS210DC-285 No Date Revisions By






