TECHNICAL FILES TABLES AND FIGURES

For each production bach, the tolerances indicated below must be respected

TOLERANCE TOLERANCE
LABEL DIMENSIONS Between 2 pmductgmm LABEL DIMENSIONS Between 2 pmductgmm
T T (mm) of the same batch (mm) of the same batch
i
! A 298.5t0 301.5 +1.5 mnf M 55t07.5 +0.5
| |
B 273.510 276.5 +1.5mm N 85t09 +0.5
E
[ C 102 +1.5mm (ol M+N +1
o T
Y °
i D 117 + 1.5 mm P 10 +1
o E 56 +1.5mm Q 55t07.5 +0.5
F** B-E +1.5mm R 8.51t09.5 +0.5
G** B-C +1.5mm Srx Q+R +1
+1 _
B H 14 _05 T=X 10 +1
| +2
T F 6 +0.5 U 7
i A | -0.2
R
@ I J 8109 05 v 75109 +1
-0.5
K +J %% pl W U+V +02
L 10 %% pl Z*x A-(B+J) + 0.5 mm
C
J_ 300 or 605 +2mm Y 300 or 605 +2mm
D 424 or 675 Space 3 mm max
_X_I
-{ . J— Perpendicularity "Sail" effect at point M Space 4 mm max
u (A, B and C planar)
B E Flatess "Coffin" AB orCM Space 2.5 mm max
F—H— z (for 300 mm)
. Space 2.5 mm max
"Coffin" BC or AM = 300
(for 300 or 605 mm) Space 83 10 rax
B y= 609)
+
For each production batch, it is required that:
Al M A-B=J+Z=2551t027.5 mm £ 0.5 mm
]
The Recommended Laying Gauge is written on each pallet:
Recommended Gauge = A+5 mm (rounded to the mm above)
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PHONICERAM_DIMENSIONAL FEATURES
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VERTICAL PERFORATIONS




PHONICERAM 300x605

27 , 46.83 54 46.83 54 46.83 54 46.83 54 46.83 54 46.83 27

40.1 314 31.4,31.4,314,31.4,31.4,31.4, 40.1

Perforation oblong hole @14 mm

PHONICERAM 300x300 mm

|Perforation proportion: 21.5%)

25.75 46.83 54 46.83 54 46.83 25.75
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40.1 314,314,314 31.4,31.4,31.4,31.4, 40.1
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FIGURE 3.1

PHONICERAM HORIZONTAL PERFORATIONS
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FIGURE 3.2

INSTALLATION A HEAD VENTILATION GRIDS
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FIXING RAIL




Mastic type
SIKAFLEX Pro

- Flat-head
11 FC (or similar) fastener
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FIGURE 5
INSTALLATION WITH INSULATION




Mastic type
SIKAFLEX Pro
11 FC (or similar)
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FIGURE 6
INSTALLATION WITHOUT INSULATION
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FIGURE 7
RENFORCEMENT FOR GROUND-FLOOR INSTALLATION
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DEALING WITH EXTERNAL ANGLE
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FIGURE 9
DEALING WITH INTERNAL ANGLE




Full or cut Zephir
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FIGURE 10
WALL BASE DETAIL
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SOLUTION 1

Full base panel
height = 300 mm
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SOLUTION 2

Cut base panel
height = 198 to 300 mm
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SOLUTION 3

Cut base panel
height = 80 to 180 mm

A between 298.5 mm and 301.5 mm £ 1.5 mm SOLUTION 1 SOLUTION 2 SOLUTION 3
* : Recommended gauge = A+5 mm rounded to the mm above
The laying gauge Is Indicated on each pallet
a (A+5)-29 2 (A+5)-131 *; (A+5)-248 *!
b: Maximum 53 110 135
overhang value
Recommended * * *
|ay|ng gauge (A+5)i1 5 (A+5)i1 5 (A+5)i1 5
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FIGURE 11

WALL BASE DETAIL
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FIGURE 12

TOP DETAIL
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SOLUTION 3
Cut top panel
height = 130 to 215 mm _[U
~ ~
SOLUTION 1 SOLUTION 2 | SOLUTION 3
c (A+5)29 2 | (A+5)85 7 | (A+5)-202 *2
SOLUTION 1 SOLUTION 2 d: Maximum
- = overhang value 53 110 135
Full top panel Cut top panel -
height =300 mm height = 250 to 300 mm Recommended .
A between 298.5 mm and 301.5 mm £ 1.5 mm laying gauge (A+5)£1.5 (A+5)£1.5 (A+5)£1.5
* : Recommended gauge = A+5 mm rounded to the mm above
The laying gauge is indicated on each pallet
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FIGURE 13

TOP PANEL INSTALLATION







